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SHT.                                         OFSTANDARD NO.

P.C.C. PAVEMENT PATCHING

P-2 (2004) 2 5
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SECTION A-A

SLAB WIDTH

DOWEL (TYP.)

P.C.C.  PATCH
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SECTION B-B

SECTION C-C

TRANSVERSE SAW-CUT USED FOR

JOINTS LOCATED WITHIN THE PATCH

LONGITUDINAL JOINT LONGITUDINAL JOINT

DOWEL SUPPORT BASKET REQUIRED FOR THIS APPLICATION

(REFER TO STANDARD CONSTRUCTION DETAIL FOR P.C.C.  PAVEMENT.)
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RETENTION DISK

ADDITIONAL P.C.C.  PATCH

REQUIRED FOR UNDERCUT AREAS

ADDITIONAL P.C.C.  PATCH

REQUIRED FOR UNDERCUT AREAS

TOP OF EXISTING

P.C.C.  SLAB

TOP OF EXISTING

HOT-MIX PAVEMENT
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TRANSVERSE CONSTRUCTION JOINT USED ON

JOINTS BETWEEN EXISTING PAVEMENT AND PATCH

EXIST.  HOT-MIX OVER P.C.C. PAVEMENT EXIST.  P.C.C. PAVEMENT

FULL DEPTH PATCH
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SEALANT RESERVOIR

SEE SHEET 3

SEALANT RESERVOIR

SEE SHEET 3




